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Station 3: Tape Removal

Task: Remove tape around boots and deposit in plastic lined drum.

Equipment: 1. Drums

2. Plastic drum liners (4 to 6 mil)

Station 4: Outer Glove Removal

Task: Remove outer gloves and deposit in plastic lined drum.

Equipment: 1. Drums

2. Plastic drum liners (4 to 6 mil)

Station 5: Saranex (or splash suits) Coveralls/Boot Removal and/or Disposal 

Task: Remove coveralls (inside out) and deposit into a plastic lined drum if disposable.

Reusable splash suits (if used) shall be rinsed and hung on poles.  Remove outer

boots.  Place in separate drum.  Keep regular Tyvek coveralls on.

Equipment: 1. Drums

2. Plastic drum liners (4 to 6 mil)

Station 6: Respirator Removal

Task: Remove respirator and place in a plastic lined drum or hand to decontamination

line assistant.

Equipment: 1. Drums

2. Plastic drum liners (4 to 6 mil)
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Station 7: Inner Glove Removal

Task: Remove inner gloves (inside out) and dispose of in a plastic lined drum.

Equipment: 1. Drums

2. Plastic drum liners (4 to 6 mil)

Station 8: Regular Tyvek Coveralls Removal and Tyvek "Bootie" Removal

Task: Removal of regular Tyvek coveralls (inside out) and disposable booties and place

in plastic lined drum.

Equipment: 1. Drums

2. Plastic drum liners (4 to 6 mil)

Station 9: Personnel Trailer Shower

Task: Thoroughly shower with soap/shampoo.

Equipment: 1. Soap/Shampoo

2. Disposable and/or washable towels

3. Buckets

4. Plastic drum liners (4 to 6 mil)

Station 10: Personnel Trailer Locker Room

Task: Don street clothes
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8.5.1.2.  Partial Decontamination Between Sample Points

During Tasks 1A, 3B, 3C, and 4, personnel will be collecting samples or cores from the river.

As indicated in Section 8.1.2, as long as action levels are not exceeded, a partial decontamination

may be conducted between sample points.  The following steps must be taken when

downgrading from Level C to Modified Level D within the exclusion zone on the vessel.

Station 1: Deck wash

Task: Prior to initiating decontamination, the deck of the ship shall be sprayed off to

remove visible signs of contamination.

Equipment: 1. Hose or water sprayer

Station  2: Equipment Wash

Task: Equipment used to collect samples and to monitor personnel exposures shall be

cleaned to remove any visible signs of contamination.  Sample collection

equipment may be sprayed with water to remove sediments.  Air monitoring or

other sensitive equipment may be wiped with a damp disposable wipe.

Equipment: 1.  Hose or Water sprayer

2.  Disposable wipes

Station 3: Outer Protective Clothing Wash

Task: Scrub boots, gloves and outer layer of protective clothing with wash solution and

scrub brush to remove visible signs of contamination.
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Equipment: 1.  Hose or Water sprayer

2.  Long handled soft bristle scrub brushes

Station 4: Partial Removal of outer Protective Clothing

Task: If there is a potential heat stress hazard due to ambient conditions, the SSO may

allow a partial removal of outer protective clothing in order to protect site

personnel.  During this decontamination step, personnel shall remove the outer

gloves and roll outer protective clothing down to the waist and away from the

upper body.

8.5.1.3  Disposition of Materials

C Contaminated equipment collected in plastic bags in the decontamination zone

will be taken to the 80/120 Lister warehouse.

C Bagged disposable material from personnel unit will be placed in container for

off-site disposal.

C Bagged reusable equipment will be taken to the decontamination zone where it

will be washed, rinsed and hung to drip-dry.

C Boots shall be washed, rinsed, the insides sprayed with disinfectant, and hung on

drying prong racks to drip-dry.

C After protective equipment has been decontaminated, it will be allowed to dry;

suits (if reusable) will be hung on poles.

C Cleaned respirators will be laid out neatly to dry.
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C During breaks, all protective equipment other than inner suits and boots will be

removed after appropriate decontamination.  Inner suits will be unzipped to aid

the cooling process.

8.5.2  Equipment Decontamination Procedures

Equipment decontamination procedures are covered in FSP SOP No. 2.

8.6  WORK PRACTICES

8.6.1  General Safety Requirements

C All persons entering and/or working on the Site shall read, sign and become

familiar with this HASCP.  A copy of the HASCP will be available on site

through the SSO.

C No employee or subcontractor may be allowed on site without the prior

knowledge and consent of the SSO.

C Personnel on site shall use the buddy system (working in pairs).  Buddies shall

prearrange hand signals for communication.  Visual contact shall be maintained

between crew members at all times.  Crew members must observe each other for

signs of toxic exposure.  Indication of adverse effects include, but are not limited

to:

- Changes in complexion and skin discoloration

- Changes in coordination

- Changes in demeanor

- Excessive salivation and pupillary response

- Changes in speech pattern
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Also, employees shall inform each other of non-visual effects of toxic exposure

such as:

- Headaches

- Dizziness

- Nausea

- Blurred Vision

- Cramps

- Irritation of eyes, skin, or respiratory tract

C All personnel shall bring to the attention of the SSO or Site Manager any unsafe

condition or practice associated with the Site activities that they are unable to

correct themselves.

C Contaminated protective equipment, such as respirators, hoses, boots, etc., shall

not be removed from the exclusion zone until they have been cleaned, or properly

packaged, and labeled for disposal.

C Hands shall be thoroughly cleaned prior to smoking, eating or other activities

outside the exclusion zone and decontamination zone.

C Team members must avoid unnecessary contamination (i.e., walking through

known or suspected "hot" zones or contaminated puddles, kneeling or sitting on

the ground, leaning against potentially contaminated drums or equipment).

C Removal of contaminated soil or sediment from protective clothing or equipment

by blowing, shaking or any other means which disperses contaminants into the

air is prohibited.
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C Containers shall be moved with proper equipment only.  Containers shall be

secured to prevent dropping or loss of control during transport.

C All areas which have been determined as uncontaminated inside the Site will be

clearly marked as such.  No personnel, equipment, etc., shall be in these areas

until they have been decontaminated.

C Smoking, eating, drinking, chewing tobacco or toothpicks, application of

cosmetics, storing food or food containers, or having open fires will not be

permitted in work zones.  Good personal hygiene will be practiced by field

personnel to avoid ingestion of contaminants.

C Approach or entry into areas or confined spaces where toxic or explosive

concentrations of gases or dusts or other potential hazards may exist without

proper equipment will be prohibited.

8.6.2  Working on the Passaic River

While working on the Passaic River, Marine Safety SOPs will be followed.  These procedures

are included in Attachment G.  The following precautions shall be taken when working on the

Passaic River:

C All work in a boat shall be performed by at least a two-person team.  Flotation

devices, such as life vests, shall be worn at all times.  If work is performed at

times when water temperatures are less than 38EF, it is recommended that

sampling personnel wear float coats.

C If the work requires reaching, stretching, etc., from the boat, the worker shall be

equipped with a harness and lifeline.  The lifeline shall be attached to the boat.



This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources.  These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2.  The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.

HASCP
Revision No. 1.1

July 1995
Section 8 of 9
Page 18 of 24

23508-22089/R12.8  03-14-1(8:08am)/RPT/8 The format of this document may appear slightly different from the
version submitted to US EPA (1995) due to changes in software.
There has been no change in content.

8-18

C Footwear shall have sufficient traction to reduce the risk of slipping.

C Samples will be handled when they are wet during all field activities for this

project.  This limits the potential exposure to chemicals of concern which are

bound to dust particles.  Exposure to airborne dusts must be limited at all times.

Whenever possible, sample collection devices shall be washed with water before

pulling the sample onto the boat.  

C The deck of each boat must be rinsed after sample cores are pulled from the river

to remove any visible river soils. 

C Any surface on the vessel which is visibly contaminated with soil or sediment

will be rinsed off.  Generation of airborne dust will be limited by strict adherence

to this requirement.

C All vessels are required to have functioning navigational lights for any required

dusk or night work.

8.6.3  Handling Drums and Containers

Site operations shall be organized to minimize the amount of drum movement.  Any movement

of drums and containers shall be done with the proper equipment such that the potential for

strains and other injuries is limited.  

8.6.4  Security

C The 80/120 Lister properties are currently secured with a chain link fence and

barbed wire, which will remain in place.
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C A security guard will be provided at 80/120 Lister 24 hours/day, 7 days/week.

This guard trailer will be located in the vicinity of the office trailer.

C Access to the 80/120 Lister properties will be controlled.  This access will be

through the personnel unit or guard trailer.

C All persons entering the exclusion zone shall be equipped with appropriate

personal protective devices.

C All persons entering the 80/120 Lister Avenue must be familiar with and abide

by the Diamond Alkali Superfund Site Remedial Design Work Plan HASCP.

8.6.5  Illumination and Sanitation

Illumination

If practical, all major work tasks will occur during daylight hours.  The illumination requirements

set forth by OSHA in 29 CFR 1910.120 (m) will be met.

Sanitation

The requirements set forth by OSHA in 29 CFR 1910.120 (n) for potable water, toilet facilities,

washing facilities, shower and change rooms, and food handling will be met.

8.6.6  Electrical Safety

All electrical wiring and equipment used on this project shall be a type listed by a nationally

recognized testing laboratory for the specific application for which it is used.  All electrical cords

used in over-water work shall be marine grade with water-tight connections.  Personnel shall 



This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources.  These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2.  The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.

HASCP
Revision No. 1.1

July 1995
Section 8 of 9
Page 20 of 24

23508-22089/R12.8  03-14-1(8:08am)/RPT/8 The format of this document may appear slightly different from the
version submitted to US EPA (1995) due to changes in software.
There has been no change in content.

8-20

thoroughly inspect electric power tools and cords before use.  Defective equipment must not be

used.

All installations shall comply with applicable National Electrical Safety Code, National

Electrical Code, and United States Coast Guard regulations.  Maintenance of electrical

equipment shall be completed in compliance with the Lock-out, Tag-out regulations (29 CFR

1910.146).

8.7  LABORATORY CONSIDERATIONS

It is anticipated the core processing and geotechnical testing will be conducted in a laboratory

which will be located on the 80/120 Lister properties.  Work within the laboratory must be

conducted in compliance with 29CFR 1910.1450 "Occupational Exposures to Hazardous

Chemicals in the Laboratory".  This standard requires the development of a Chemical Hygiene

Plan (CHP) which must outline specific work practices and procedures necessary to protect

workers from health hazards associated with hazardous chemicals.  The CHP must be developed

by the responsible firm before the work begins.  The following procedures are applicable for

operations conducted in the on-site laboratory:

The Project Manager will:

C Arrange for testing to be accomplished by an individual who possesses sufficient

training to conduct the tests and who meets the physical examination

requirements, respirator fit test requirements, and training requirements

established for hazardous waste workers.

C Assure that the CHP is prepared, approved and properly implemented.  Approvals

shall be required by the HSO, Laboratory Supervisor and Project Manager.
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The Laboratory Supervisor will:

C Coordinate with the HSO to prepare and implement the CHP.

C Request the HSO establish health and safety procedures for all tests which

present health and safety concerns not covered by this procedure. 

C Provide for radio communication between the laboratory and the SSO.

C Ensure that laboratory cleaning supplies, such as a mop, mop bucket, and paper

towels, will be available for the technician and also ensure that a sufficient

quantity of the personal protective equipment and monitoring equipment as

identified in the CHP is provided.

The HSO will:

C Assist the Laboratory Supervisor to develop the CHP.

The SSO will:

C Provide and document on-site health and safety training for newly assigned

technicians.

C Provide routine health and safety support including audits to determine the

appropriateness of the CHP.
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The technician will:

C Maintain a copy of the site-specific health and safety plan and the CHP in the

laboratory.

C Wear the PPE required by the CHP.

The CHP shall contain the following minimum requirements:

C The technician shall monitor all samples received with a FID. 

C Don fresh gloves any time glove integrity is degraded (such as by contact with

contaminants or by ripping).

C Require that all work be conducted with moist samples only during all tasks

except 1E.

C Conduct sample opening, repackaging, and testing within an operating laboratory

hood (or a local exhaust system) with the opening closed as much as feasible.

For Task 1E, the system shall be designed to remove airborne dust and volatile

organics.  For Task 1C, the system shall be designed to remove volatile organics.

C Stop work and contact the SSO immediately when:

- Monitoring equipment indicates that stop work action levels have been

exceeded.

- Unusual/unexpected odors are detected.
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C At the end of each workday, wet-wipe all work surfaces that have been in contact

with the samples/sample containers and damp mop the floor.

C Never dry-wipe or dry sweep laboratory surfaces.

C Accomplish decontamination as described in Section 8.5. 

C A minimum of 2 people will be employed whenever laboratory testing is

conducted on potentially contaminated materials and whenever in the core

processing facility.
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9.0

EMERGENCY RESPONSE

The purpose of this section of the HASCP is to address how Site personnel will respond to

emergencies.  The types of potential emergencies that are addressed by this plan include:

C Fire;

C Chemical exposures to Site personnel; and,

C Physical injuries to Site personnel.

The SSO shall, prior to the initiation of field work, contact local emergency service agencies

including ambulance, fire, and police representatives and establish procedures for these agencies

in the event that emergency services provided by these agencies are required within the exclusion

or decontamination zones of the Passaic River Study Area.  Items to be discussed shall include

required PPE and decontamination procedures for emergency response personnel, emergency

decontamination of potential victims, and procedures to mitigate off-Site contamination as a

result of emergency response activities.

9.1  EMERGENCY RESPONSE PERSONNEL

The SSO will have the primary role in responding to all on-Site emergencies.  All Site personnel

will contact the SSO, in case of an emergency such as a fire, chemical exposure, or physical

injury.  The SSO, or designee, must be present during all Site work. During vibracone sampling,

the SSO must be on the shore or at the 80/120 Lister Avenue properties.  The SSO will maintain

contact with all personnel conducting field activities either on the Passaic River or on the 80/120

Lister Avenue properties.  The SSO will carry a two-way radio/cellular phone and each team 
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working on the Passaic River will also have a two-way radio/cellular phone.  The SSO, or

designee performing in this capacity, will have certification in First Aid.  In cases of emergency

response, all Site personnel will take direction from the SSO.  If the SSO or designee is not

present, the Site Manager will respond to emergencies.

9.2  EMERGENCY TELEPHONE NUMBERS

The telephone numbers of emergency services are given in Figure 9-1.  These numbers must be

posted on the 80/120 Lister Avenue properties and on each vessel.

9.3   HOSPITAL ROUTE

9.3.1  From the 80/120 Lister Avenue Properties (FIGURE 9-2)

Directions to St. James Hospital

C Exit the 80/120 Lister Avenue properties and turn right (west) onto Lister

Avenue.

C Follow Lister Avenue to end and turn left onto Chapel Street.

C Follow Chapel Street to first major intersection (do not pass railroad tracks) and

turn right onto Raymond Boulevard.

C Follow Raymond Boulevard about 1.1 mile to Jefferson Street (just past where

Raymond Boulevard becomes a two-way street).

C Turn left onto Jefferson Street for about 0.4 miles to St. James Hospital (on right

side).

The directions to St. James Hospital are repeated in Figure 9-2 for posting onsite.



This document was developed as part of the conduct of a Remedial Investigation/Feasibility Study in accordance with the Comprehensive Environmental Response, Compensation, and
Liability Act (CERCLA) and the National Contingency Plan to investigate the nature and extent of contamination in sediments in the Six Mile Passaic River Study Area, NJ, including
historical and on-going sources.  These documents have been developed in cooperation with, and were approved under, CERCLA by U.S. EPA Region 2.  The reader is cautioned to
carefully consider the specialized goals and objectives of these investigations, and to review all related documents.

HASCP
Revision No. 1.0

January 1995
Section 9 of 9

Page 3 of 13

23508-22089/R12.9  03-12-1(8:25am)/RPT/8 The format of this document may appear slightly different from the
version submitted to US EPA (1995) due to changes in software.
There has been no change in content.

9-3

The directions to the hospital must be verified by the SSO and Site Manager prior to the

initiation of fieldwork.

9.3.2  From the Passaic River

9.3.2.1  Emergencies  (FIGURE 4-1)

If the vessel is operable and within reach of a docking point, call 911 and notify them of your

location (i.e., the docking point at which you will meet them).  Docking points are shown if

Figure 4-1.  Figure 4-1 shall be posted on each vessel.

If the vessel is inoperable, or distant from a docking point, contact the coast guard for assistance.

9.3.2.2  Non-emergency Injuries  (FIGURE 9-2)

Take the quickest vessel to the 80/120 Lister dock, either by the vessel you are working on or the

support launch.  Follow the directions to the St. James Hospital.  

9.4  EMERGENCY RECOGNITION AND PREVENTION

9.4.1  Chemical Exposures

Work will be performed in such a manner that exposure to contaminants through skin or eye

contact, inhalation, or ingestion is minimized.  Work practices that will be followed to reduce

chemical exposures include:

C PPE, as specified in Section 8.0, for the appropriate work activities and areas as

defined by the SSO, will be used by all personnel and subcontractors.  A formal
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                        revision to the HASCP must be made by the HSO in order to modify the PPE  

                        specifications.

C Keep hands away from face during work activities.

C Minimize all skin and eye contact with contaminants.

Early recognition of chemical exposure symptoms is essential to the prevention of serious

chemical exposure incidents.  Symptoms of exposure to the type of compounds potentially

present at the Site include the following:  fatigue, weakness; eye, nose, throat irritation;

headache; dizziness; nausea; vomiting; malaise; tremors; aggressive confusion; cyanosis (blue

color to skin); anemia; and muscle spasms.

If a person experiences any of these symptoms, or others, or recognizes any of the symptoms in

a fellow worker, the person experiencing the symptoms will stop work and report his or her

symptoms to the SSO.  If the symptoms persist or appear to be damaging in any way, the SSO

will make arrangements to take the individual to a hospital for medical treatment.  If symptoms

are serious, work activities in the area where the person was exposed will be discontinued until

more is known about the incident.  Incident reporting procedures as specified in Section 7.3 will

be initiated.

9.4.2  Physical Injury

Site personnel should constantly look for potential safety hazards on both the 80/120 Lister

Avenue properties and on the vessel while working on the Passaic River.  Hazards to look for

include holes or ditches; precariously positioned objects, such as drums or equipment that may

fall; sharp objects, such as nails, metal shards, and broken glass; protruding objects at eye or

head level; slippery surfaces; steep grades; uneven terrain or unstable surfaces, such as walls that

may 
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cave in or flooring that may give way.  Site personnel should inform the SSO of any potential

hazards identified so that corrective mitigative action can be taken.

9.5  EMERGENCY RESPONSE

9.5.1  Evacuation Procedures

9.5.1.1  80/120 Lister

In emergency situations, the following actions will be enforced:

C All personnel will report to the 80/120 Lister office trailer as soon as possible.

If access to the trailer is prohibited due to the nature of the emergency, all

personnel will meet at a location upwind from the emergency.  This area will be

designated daily by the SSO.  Possible assembly areas following evacuation are

shown in Figure 8-1.

C 80/120 Lister Avenue security and control will still be the responsibility of the

SSO.  He/she will coordinate the situation with appropriate on-site personnel and

emergency responders: fire department, ambulance squad, haz-mat responders.

9.5.1.2  Passaic River

Contact the coast guard.  If possible go to the nearest docking point to evacuate the boat.

Possible evacuation points are shown in Figure 4-1.
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9.5.2  Emergency Decontamination Procedures

Prior to commencement of field investigations, emergency decontamination procedures shall be

reviewed with the EPA, the emergency medical services personnel, and the local hospital to

ensure there is no delay in treatment of an injured worker.

Decontamination of an injured or exposed worker will be performed only if decontamination

does not interfere with essential treatment.

If decontamination can be done:  wash, rinse, and/or cut off protective clothing and equipment.

A first aid shower station to accomplish this is presently in place at the 80/120 Lister Avenue

Properties.

If decontamination cannot be done:

C Wrap the victim in blankets or plastic sheeting to reduce contamination of other

personnel;

C Alert emergency and off-site medical personnel to potential contamination; and

C Arrange to have the SSO or other personnel familiar with the incident and Site

contaminants accompany the victim to the hospital.
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9.5.3  First Aid Procedures

9.5.3.1  General First Aid Procedures

On-site medical treatment or first aid may be administered by the SSO or other personnel who

have been certified in First Aid.  General first aid procedures include:

C Remove the injured or exposed person(s) from immediate danger.  Support head,

neck, and back whenever a victim of trauma, including falls, must be moved.

C Render first aid, if necessary; and decontaminate affected personnel, if necessary.

C Call an ambulance for transport to local hospital immediately.  This procedure

should be followed even if there is no apparent serious injury.  Emergency

telephone numbers are listed in Figure 9-1.

C Evacuate other on-site personnel to a safe place until the Site Manager (assisted

by the SSO) determines that it is safe for work to resume.

C Report the accident to the HSO, OCC Project Coordinator, and Project Manager

immediately.

Information on Emergency First Aid Procedures is presented in Attachment H.  Charts providing

information on first aid procedures for emergencies, choking, and artificial respiration are

presented in Attachment I.  Additional copies of these charts are available from the HSO.  They

should be posted in the personnel unit and on each vessel.
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9.5.3.2  First Aid Following Water Submersion 

In the event of a person becoming submersed in water the person should be extricated from the

water immediately, PPE removed, the person wrapped in a dry blanket and taken to the closest

area of warmth (e.g. field vehicle or field office).  The remaining wet clothes should be removed

as soon as possible.  Depending on the persons medical condition (e.g., shock, discolored skin)

the person shall be taken to the hospital (See Figure 9-2) or provided a warm shower and a

change of clothes.

9.5.4  Fires and Explosions

In the event of a fire or explosion, the local fire department should be summoned immediately.

Immediately evacuate the area.  No one shall re-enter the area until it has been cleared by the fire

department or, in the case of an explosion, by explosives safety personnel.

9.5.5  Natural Disasters

Natural disasters may occur at the Site due to weather.  These include lightning and high winds.

1. Lightning - Persons should not work on the Passaic River, open areas, near trees

or other equipment outside during lightning storms.  Stop work and go to the

trailers on the 80/120 Lister Avenue properties until the storm passes. 

2. High Winds - If high winds are forecast, work on the River shall be stopped

before the winds become hazardous.  Workers shall go to an appropriate shelter.
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3. If an evacuation is called, account for all persons before leaving the Site.

4. Notify the Project Manager of any work stoppage due to lightning and high

winds.

9.6  ACCIDENT/INCIDENT INVESTIGATION

The SSO will conduct an investigation following any site emergency, incident or accident.  The

investigator shall seek to determine the causative factors for the incident through interviews with

affected employees and witnesses, visual inspections of affected equipment, drawings of the

incident scene, and/or photographing the scene as appropriate.

Revisions to the HASCP and/or site procedures shall be made as necessary in order to reduce or

eliminate the causative factors.  Site personnel shall be informed of the results of the

investigation and the required revisions.

9.7  EMERGENCY EQUIPMENT

This equipment will be stored on any vessel required for field work, and on the 80/120 Lister

Avenue properties in an uncontaminated but accessible area.  Equipment must be in place before

field activities within the exclusion zone can begin. 

C Fire Extinguishers (10 lb ABC)

C First Aid Kit:  At least one industrial first aid kit will be provided and maintained

fully stocked in the support zone and on each vessel.  The first aid kit will have

provisions which allow personnel to protect themselves from bloodborne

pathogens as required by 29 CFR 1910.1030.
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C Gatorade or the equivalent

C Emergency decontamination equipment on each vessel

C Extra full set of PPE

C Blankets/extra set of dry clothes on each vessel

C Emergency eye wash stations

C Emergency flotation ring on each vessel

C Cellular phone (or 2-way radio if the SSO is available on shore)

C Marine band radio on each vessel

9.8  SPILL CONTAINMENT PROGRAM

9.8.1  80/120 Lister Avenue Properties

In the event of an uncontainable spill of any solid or liquid material during any activity at the

80/120 Lister Avenue Properties, all personnel will be required to adhere to the procedure

presented in Section 9.5.1.1, Evacuation Procedures - 80/120 Lister Avenue properties.

Notification of a spill will be by a high-level alarm such as an airhorn and/or telephone call to

the office trailer.  The SSO is to evaluate the wind direction and evacuate the properties

immediately via an upwind route if possible.  All personnel are to don PPE (e.g., PPE and

respirator) only if the supplies are located on the evacuation route.  They are not to collect their

PPE if it requires an approach toward the spill.  Personnel are to meet in the office trailer where

the SSO will 
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ensure all persons are accounted for.  The SSO will then determine the seriousness of the

situation and contact the appropriate personnel.

Spill clean up procedures for the 80/120 Lister Avenue properties are addressed in the health and

safety plan for that site.

9.8.2  Passaic River

In the event of an uncontainable fuel spill during any activity at the Passaic River Site, all

personnel will be required to adhere to the procedure presented in Section 9.5.1.2, Evacuation

Procedures - Passaic River.

Notification of a spill will be by a telephone call to the SSO or office trailer.  The SSO will

determine the seriousness of the situation and contact the appropriate personnel. 


